
200 x 133 x 60mm PCC RED BLISTER BLOCK
PAVING ON 30mm THICK CAT II SAND ON
300mm THICK TYPE 1 SUB-BASE.

PAVING KEY

200 x 133 x 60mm PCC BUFF BLISTER BLOCK
PAVING ON 30mm THICK CAT II SAND ON
300mm THICK TYPE SUB-BASE.

200 x 100 x 80mm PCC BLOCK PAVERS LAID
IN HERRINGBONE PATTERN WITH SOLDIER
COURSE PERIMETER ON 30mm THICK CAT II
SAND ON 300mm THICK TYPE 1 SUB-BASE.

BUFF CORDUROY HAZARD WARNING
PAVING SLABS ON 30mm CAT II SAND ON
300mm TYPE 1 SUB-BASE.

FLEXIBLE CONSTRUCTION RAISED PLATEAU
TO STANDARD DETAIL DRAWINGS SD-04-001E
AND SD-04-002E.

PROPOSED SEGREGATED CYCLEWAY TO
STANDARD DETAIL DRAWING SD-01-004.

PROPOSED FOOTWAY TO STANDARD DETAIL
DRAWING SD-01-004.

PARKING/ LOADING BAYS

PROPOSED LANDSCAPE PLANTING AREA.

PROPOSED SEATING/ PLANTERS.

PROPOSED BIN.

PROPOSED CYCLE STANDS.

HIGH FRICTION SURFACING (BUFF OR RED
OR GREY).

PROPOSED 10m LIGHTING COLUMN.

PROPOSED 10m LIGHTING COLUMN WITH
5m FOOTWAY BRACKET.

EXISTING 10m LIGHTING COLUMN TO BE
REMOVED.

EXISTING 10m LIGHTING COLUMN TO BE
RELOCATED.

PROPOSED NEW POSITION OF RELOCATED
10m LIGHTING COLUMN.

PROPOSED 1m DEEP TREE PIT.

SUDS STORAGE AREA WITH STRUCTURAL
TREES SOIL, TOTAL DEPTH 1200mm.

150mm Ø PERFORATED FILTER DRAIN.

SURFACE WATER SEWER.
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Arnside works (Phase 3)
Location of compound 
in grass area and parking 
bays

Greystoke Parking (Phase 1)
Location of compound in parking 
bays and some materials stored 
within work area


